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Low Profile Design
Millennium’s patented low profile design
allows all components of the system to
sit well below the intercell connecters,
keeping all of the components out of
harms way
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SINGLE POINT WATERING SYSTEM
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Clampless Tubing

Our patented polypropylene tubing installs
in less than half the time of tubing that
requires clamps and holds twice as well
(up to 125 PSI). Unlike clear PVC tubing,
our patented tubing will not break down
and cause system failure

3 Port Swivel T

The patented 3 Port Swivel rotates a full
360 degrees, making tube routing more
versatile. Combined with the our
clampless tubing you'll find the quickest
and easiest installation ever

Flip Top

The flip top access port allows you to
check specific gravity levels quickly &
easily without having to remove the
watering system

De-Gas Chamber

The Millennium valve allows each cell to
vent gases normally. Gases leave the
cell through the de-gas chamber
separate from the incoming water

Internal Water Lock

In the event that an explosion occurs
within a cell the built in water lock will
prevent the explosion from traveling to
neighboring cells via the watering system

Flame Arrestors (optional)

The external flame arrestor prevents any
flame or spark from entering the battery
through the de-gas chamber and causing
an explosion. The patent pending internal
flame arrestor prevents any flame from
traveling through the watering system in
the event that the water trap is dry

Warranty

The Millennium SPW system carries a
full 5 year warranty on all components
(excluding water supplies). All products
are date stamped to ensure quality.
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